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STA. TO STA,
2315 Enterprise Drive - Suite 102 Westchester, Il 60154-5811 708-492-1000
— TYPE B CLOSED LID W/ TYPE F FED. ROAD DIST. NO. 1[ ILLINOIS|  FED. AID PROJECT
CONCEALED PICKHOLE (SELF SEALING LID)
— CAST IRON FRAME AND CLOSED LID,
- NEENAH R-1713 OR EQUAL WITH TYPE "F" CONTRACT fo. 63149
{ CONCEALED PICKHOLE AND WORD
"SANITARY" CAST INTO COVER PATTERN
- oy
. EESESEESl | pRECAST CONCRETE GRADE RINGS
o/ I\~ AS REQUIRED, 2" MINIMUM HEIGHT,
L g 8" MAXIMUM HEIGHT
7 DEPTHAS SPECIFIED ON PLANS STEEL REINFORCED PLASTIC STEPS
g - R _— CONCRETE WALL OF PRECAST CATCH BASIN
z " INSTALLED 16" ON CENTERS " STRUCTURE TO BE CUT TO PROVIDE OPENING FOR
‘ (PRESS-SEAL 14" 108.14850 OR EQUAL) e SPECIFIED OUTLET PIPE CONNECTION
i p— . S
/ ChSING, DUCTILE IRON PIFe _— PRECAST CONCRETE STRUCTURE WITH 4" WALL -
THE CASING IS TO BE CONSTRUCTED AT p )
. LOCATION SPECIFIED ON THE PLANS. ENDS OF THICKNESS FABRICATED IN COMPLIANCE WITH // _— RESILIENT WATER TIGHT CONNECTION
CASING TO BE SEALED WITH CEMENT BRICK ASTM C478. TRANSITION CONE SECTIONS TO . " CONFORMING TO ASTM €923 IS REQUIRED
PIPE PLACEMENT. BE USED UNLESS ELEVATION REQUIRES USE - 7 BETWEEN STRUCTURE AND PIPE
AND MORTAR FOLLOWING ¢ OF FLAT TOP SECTION. MANHOLE SECTIONS y
TO BE ASSEMBLED AS REQUIRED TO MEET — 7
DESIGN GRADES, PRECAST SECTION JOINTS P
i 4'-DIAMETER TO BE KEYED AND SEALED WITH BUTYL = -~ PVC SEWER PIPE OF SIZE SFECIFIED TO BE
7 - RUBBER MASTIC MATERIAL. PIPE OPENINGS = -~ INSTALLED INTO COUPLING AND SECURED WITH
777 TO BE VA o -
ot CASING SPACERS, T304 STAINLESS STEEL, FABRICATED WITH FLEXIBLE COUPLINGS IN AN i e
= E\@«%%gggé;ﬁfgggogo%'} 1%%%’;'5 ‘;16’;?5'3 = CONFORMANCE WITH ASTM €923. \ \ FLOW pd _—— PVC PLUG TO BE INSERTED INTO COUPLING WITH
EEt . c N p— i _— SILICONE LUBRICANT TO ALLOW REMOVAL FOR PIPE
Pz ﬁvﬁﬁﬁ%}mﬁgﬂ%‘éﬂsﬂgdg CA'ETCI%'K‘%AN E N > = - MAINTENANCE, CIRCULAR ORIFICE OPENING TO BE
Bgg = _— PRECAST CONCRETE BENCH AND TROUGH. T CUT INTO CENTER OF PLUG WITH HOLE SAW.
£55tg TROUGH TO CONFORM TO PIPE FLOW  feeeeeee e ORIFICE SIZE TO BE AS SPECIFIED, 4" MINIMUM.
EREl — PROPOSED SEWER (SEE PLANS) / CONFIGURATION. CAST IN PLACE P !
W R ™ CONCRETE BENCH TO BE INSTALLED AROUND = T
g PIPE, SLOPED AT 3" TO PERIMETER. “~~... CAST IRON VAPOR TRAP (NEENAH R3700 OR EQUAL)
zZlo | TO BE INSTALLED OVER THE OUTLET PIPE OPENING
Sles AND MOUNTED TO THE WALL WITH FOUR STAINLESS
STEEL ANCHOR BOLTS AS REQUIRED, USE BUTYL
™ PRECAST CONCRETE BOTTOM SLAB, &" RUBBER SEALANT TO FORM WALL GASKET.
WITH MINIMUM 4" THICK AGGREGATE
RESILIENT WATER TIGHT CONNECTION BEDDING LAYER
CONFORMING TO ASTM €923 IS REQUIRED
SEWER MAIN IN CASING PIPE BETWEEN STRUCTURE AND PIPE CAST IRON VAPOR TRAP
WITH ORIFICE RESTRICTOR
1
MANHOLE, TYPE A, 4'-DIAMETER
WITH TYPE 1 FRAME AND CLOSED LID
; g
5 | L :_f\
= T TYPE 23 GRATE __—— TYPE B CLOSED LID W/ TYPE F
CONCEALED PICKHOLE (SELF SEALING LID)
® _~— CAST IRON FRAME AND GRATE, _— CAST IRON FRAME AND CLOSED LID,
-~ NEENAH R-4604 OR APPROVED EQUAL /" NEENAHR-1713 OR EQUAL AND WORD
- "STORM" CAST INTO COVER PATTERN
i H,/
=] — PRECAST CONCRETE GRADE RINGS .
h ! U\~  ASREQUIRED, 2" MINIMUM HEIGHT, T RS RGN e
B - 12" MAXIMUM HEIGHT ¥ : '
|[E ; d 8" MAXIMUM HEIGHT
e %
= 7
B Z WITH TYPE 1 FRAME AND SELF SEALING CLOSED LID
g 7 _~— PRECAST CONCRETE STRUCTURE WITH 4" WALL
5 7] " THICKNESS FABRICATED IN COMPLIANCE WITH ASTM
g C478. TRANSITION CONE SECTIONS TO BE USED
o UNLESS ELEVATION REQUIRES USE OF FLAT TOP
Y SECTION. PRECAST SECTION JOINTS TO BE KEYED
= AND SEALED WITH BUTYL RUBBER MASTIC
& MATERIAL. PIPE OPENINGS TO BE SECURELY
& SEALED WITH CEMENT BRICK AND MORTAR. MORTAR
COATING TO BE APPLIED BOTH INSIDE AND
OUTSIDE.
["7)_ RESILIENT WATER TIGHT CONNECTION __—— TYPE D GRATE
%" CONFORMING TO ASTM C923 IS REQUIRED
= Exiiine=~/  BETWEEN STRUCTURE AND PIPE
7 = % _~~ CAST IRON FRAME AND GRATE,
) E2 71— INLET PIPE WHERE SPECIFIED NEENAH R-2504 OR EQUAL
L b
2F — PRECAST CONCRETE GRADE RINGS
= AS REQUIRED, 2° MINIMUM HEIGHT,
=l 12" MAXIMUM HEIGHT
__~— PRECAST CONCRETE BASE SECTION WITH
" MINIMUM 4" THICK AGGREGATE BEDDING LAYER
WITH TYPE 1 FRAME AND GRATE RAGASIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
BLUFF AVENUE IMPROVEMENTS
STAGE 2
v :
CATCH BASIN, TYPE A, 4'-DIAMETER ~ ALTERNATIVE FRAMES AND GRATES/LIDS
WITH TYPE 23 FRAME AND GRATE CONSTRUCTION DETAILS - SPECIAL
SCALE: NTS DRAWN BY H&A
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